
The Grundfos DDA Digital Dosing pumps are designed for 
precision and ease of use, making them ideal for critical dosing 
applications. Their advanced connectivity features allow seam-
less remote integration and supervision, reducing the need for 
external communication modules and cutting costs.
Some standout features include:

•	 Integrated Modbus RTU and Modbus TCP, eliminating the need 	
	 for additional communication modules.
•	 ProfiBus, ProfiNet, and Ethernet IP network integration via 	
	 Grundfos CIM communication modules.
•	 User-friendly setup, including pump setting transfers and 
	 firmware upgrades through the Grundfos GO app.
•	 Reliable dosing performance, with features like AutoFlowAdapt 	
	 and FlowControl to maintain accuracy even under fluctuating 	
	 conditions.
 
Manufactured in, Fresno CA, these pumps are built to enhance 
process reliability and efficiency. 

The DDA dosing pump is indeed known for its precision and 
reliability in complex applications. Its variable-speed stepper 
motor ensures smooth and continuous dosing, making it highly 
effective in environments where accurate control is essential. 
Whether it's chemical processing, water treatment, or industrial 
applications, the DDA pump's advanced technology helps main-
tain consistent performance and efficiency.

•	 Turn-down ratio up to 3000:1 with constant  
	 100% stroke length
•	 Flow intelligence monitors the dosing process  
	 and measures the actual dosed flow of liquids when 
	 the FlowControl function is activated, for advanced  
	 process reliability
•	 Auto-deaeration during pump standby; avoiding  
	 vapor lock when pumping off-gassing liquids

Next-generation  
SMART Digital  
Dosing™



Grundfos North America
856 Koomey Road
Brookshire, TX 77423 USA
grundfos.to/DDAUS

Specifications 
Flow (Q): 	 0.00066 to 8 gph
Operating pressure: 	 Feed ranges up to 232 psi
Turn-down ratio: 	 Up to 3000:1
Liquid temperature: 	 14 to 113 °F 

Materials:
•	 Polyvinyl Chloride (PVC)
•	 Polypropylene (PP)
•	 Polyvinylidene Fluoride (PVDF)
•	 Stainless Steel (SS)

Applications: 
•	 Process water treatment
•	 Boiler feed
•	 Cooling towers
•	 Drinking water
•	 Industrial and municipal wastewater
•	 Irrigation

Accurate or precise delivery of:
•	 Anti-foaming
•	 pH correction (+/-)
•	 Precipitation/Flocculation
•	 Disinfection agents
•	 Antiscalant
•	 Coagulation
•	 Chemical backwash

The easiest and safest to repair, service and maintain
Built to last, we’ve increased options for repair and service.  
The design not only extends the pump’s life, but also reduces waste. 
Spare part kits will be available making it possible to replace the 
pump’s main electronic board, hydraulic wear parts, pressure sensor 
and flow sensor (FCM variant only). The new power connector is  
easy to remove or replace.

The control cube can be positioned in three ways: left, front and  
right. The mounting plate allows for easy wall, surface or tank  
mounting. The control cube can also be digitally locked to avoid  
unauthorized access.

'Build America, Buy America (BABA)' compliant dosing skid systems
The DDA dosing pump is at the heart of our Dosing Skid Systems (DSS). The 
Grundfos DSS Configurator puts Grundfos engineering expertise at your  
fingertips, guiding you towards the optimized solution to fit application  
requirements. Included are over 100,000 pre-engineered configurations with 
drawings and piping and instrumentation diagrams (P&ID)!

grundfos.to/DSSCF
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